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ELEVATION BRIDGE

POST DETAILS

BRIDGE POST

BASE PLATE PLAN

DOUBLE THRIE BEAM BARRIER ON BRIDGE

7
‰

"

WASHER

CUT STEEL

 

 

2.

 

 

1.

2
'
-
9
"

5
"

6
"

•" Typ 1'-2"

1'
-
2
"

1'-2" x 1'-2" x ƒ"

1‚" Ø

2
'
-
8
"

1„"

5" 5"

5
"

5
"

for rods or bolted connections to post.

approaching traffic side of block and post web. No washer on rail faces

Attach rail element to wood block and steel post with 2 bolts or rods on

 

block construction details.

See Standard Plan A78B for steel post with notched wood

Typ

M
i
n

1
"

SLOTTED HOLES

STEEL POST

BASE PLATE

BASE PLATE

HOLE, Typ

NOTCHED WOOD BLOCKS

Hex NUT

Â WASHER

PAD
MORTAR

HOLE, 4 PER POST

CONTINOUS THREADED

ROD GROUTED IN

BOLTS WITH Hex NUT,

4 PER POST

RAIL. SEE NOTE 2

THREADED END AWAY FROM TRAFFIC SIDE OF

Hex NUTS. WHERE BOLTS USED, INSTALL WITH

OR †" Ø ROD, THREADED BOTH ENDS, WITH

†" Ø BUTTON HEAD BOLT WITH Hex NUT

OPTION

DRILL AND GROUTCAST-IN-PLACE

OPTION

W6 x 15

Ž" x 1‚"

8" x 8" x 1'-10"

2•" x 2•" x ‚"

‡" Ø x 9•"

1‚" x 6"

‡" Ø x 8"
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